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Couplers not required

Supplied with cable ladder fixings
All dimensions in mm

Example configuration shown

Wp
Wpl

| PARTCODE * WP | WS | WP1 | WS1
AL100-RR-200-150-BB/PG 200 150 250 200

AL100-RR-300-150-BB/PG 300 150 350 200
AL100-RR-300-200-BB/PG 300 200 350 250
AL100-RR-450-150-BB/PG 450 150 500 200
AL100-RR-450-200-BB/PG 450 200 500 250

AL100-RR-450-300-BB/PG 450 300 500 350
AL100-RR-600-150-BB/PG 600 150 650 200
AL100-RR-600-200-BB/PG 600 200 650 250
AL100-RR-600-300-BB/PG 600 300 650 350
AL100-RR-600-450-BB/PG 600 450 650 500
AL100-RR-750-150-BB/PG 750 150 800 200

AL100-RR-750-200-BB/PG 750 200 800 250

MEDIUM DUTY

100mm Side Height

AL100-RR-750-300-BB/PG 750 300 800 350
AL100-RR-750-450-BB/PG 750 450 800 500
AL100-RR-750-600-BB/PG 750 600 800 650
AL100-RR-900-150-BB/PG 900 150 950 200
AL100-RR-900-200-BB/PG 900 200 950 250
AL100-RR-900-300-BB/PG 900 300 950 350
AL100-RR-900-450-BB/PG 900 450 950 500
AL100-RR-900-600-BB/PG 900 600 950 650
AL100-RR-900-750-BB/PG 900 750 950 800

26 YMAG 1/SS3ie fbreCaly shown, FOR OTHER AVAILABLE SIDE HEIGHTS:
PRE- ACNELS STAINLESS Change partcode suffix
GRLVANSED GRADE 316 for other finish
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Couplers not required

Supplied with cable ladder fixings
All dimensions in mm

Example configuration shown

AL125-RR-200-150-BB/PG 200 150 250 200

AL125-RR-300-150-BB/PG 300 150 350 200

Wp
Wpl

AL125-RR-300-200-BB/PG 300 200 350 250
AL125-RR-450-150-BB/PG 450 150 500 200
AL125-RR-450-200-BB/PG 450 200 500 250
AL125-RR-450-300-BB/PG 450 300 500 350
AL125-RR-600-150-BB/PG 600 150 650 200
AL125-RR-600-200-BB/PG 600 200 650 250
AL125-RR-600-300-BB/PG 600 300 650 350
AL125-RR-600-450-BB/PG 600 450 650 500
AL125-RR-750-150-BB/PG 750 150 800 200
AL125-RR-750-200-BB/PG 750 200 800 250

125mm Side Height

HEAVY DUTY

AL125-RR-750-300-BB/PG 750 300 800 350
AL125-RR-750-450-BB/PG 750 450 800 500
AL125-RR-750-600-BB/PG 750 600 800 650
AL125-RR-900-150-BB/PG 900 150 950 200
AL125-RR-900-200-BB/PG 900 200 950 250
AL125-RR-900-300-BB/PG 900 300 950 350
AL125-RR-900-450-BB/PG 900 450 950 500
AL125-RR-900-600-BB/PG 900 600 950 650
AL125-RR-900-750-BB/PG 900 750 950 800

FOR OTHER AVAILABLE SIDE HEIGHTS:

/PG | /MAG J/SS316 *Pre-Galv shown.

PRE- ACNELS STAINLESS Change partcode suffix
GRLVANSED GRADE 316 for other finish
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Wp Couplers not required
Wpl Supplied with cable ladder fixings
All dimensions in mm

Example configuration shown

250 200

WP
AL150-RR-200-150-BB/PG 200 150

5 é AL150-RR-750-150-BB/PG 750 150 800 200
J AL150-RR-750-450-BB/PG 750 450 800 500
AL150-RR-900-600-BB/PG 900 600 950 650
MAG 1/SS316 R FOR OTHER AVAILABLE SIDE HEIGHTS:
PrE. W EERE  Change partcode suffix
CatvANseD GRADE 316 for other finish
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